BRITAN

REPETITION LATHE

Serial No.

CONTENTS

INSTALLATION of machine, fitting up of Pneumatic Feed Work -
Carrier Equipment, connection of Electric current supplyetc. .. .. 2and3
PNEUMATIC FEED WORK CARRIER UNIT - o = .. 3Jand4
AUXILIARIES UNIT o . . - .. i s = 4
HYDRAULIC LONGITUDINAL FEED UNIT .. i e = 4—6
AUTO-LOCK Cross Slide Attachment - - i = = 7
POWER DRIVE Attachment for TAILSTOCK SHAFTS .. . e 7
HEADSTOCK UNIT o &5 i <5 = s 3 8—11
CLUTCH UNIT, “A” modelsonly .. = o o XY PN 12
TAILSTOCK UNIT .. o = 1 «h 3 . s - 12—14
CAPSTAN UNIT .. ! > = e i v 5o s 14—17
COOLANT UNIT .. sabe =% = & o 4% i 18
; ELECTRICAL EQUIPMENT - o . - o e .. I8and |9
LUBRICATION 19
SETTING UP MACHINE etc. .. 20and 21
ACCESSORIES 29, 9%
REPLACEMENT PARTS 2628

IMPORTANT. In all cases of correspondence or enquiry regarding the Britan lathe, the serial
number, stamped on the Headstock, must be quoted.




































































































